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established before transportation be-
gins or if the pipeline exists on July 3, 
2008, before July 3, 2009. 

(c) New unusually sensitive areas. If, 
after July 3, 2008, a new unusually sen-
sitive area is identified and a segment 
of pipeline becomes regulated as a re-
sult, except for the requirements of 
paragraphs (b)(9) and (b)(10) of this sec-
tion, the operator must implement the 
requirements in paragraphs (b)(2) 
through (b)(11) of this section for the 
affected segment within 6 months of 
identification. For steel pipelines, com-
ply with the deadlines in paragraph 
(b)(9) and (b)(10). 

(d) Record Retention. An operator 
must maintain records demonstrating 
compliance with each requirement ac-
cording to the following schedule. 

(1) An operator must maintain the 
segment identification records required 
in paragraph (b)(1) of this section and 
the records required to comply with 
(b)(10) of this section, for the life of the 
pipe. 

(2) An operator must maintain the 
records necessary to demonstrate com-
pliance with each requirement in para-
graphs (b)(2) through (b)(9), and (b)(11) 
of this section according to the record 
retention requirements of the ref-
erenced section or subpart. 

[73 FR 31644, June 3, 2008] 

§ 195.12 What requirements apply to 
low-stress pipelines in rural areas? 

(a) General. This section does not 
apply to a rural low-stress pipeline reg-
ulated under this part as a low-stress 
pipeline that crosses a waterway cur-
rently used for commercial navigation. 
An operator of a rural low-stress pipe-
line meeting the following criteria 
must comply with the safety require-
ments described in paragraph (b) of 
this section. The pipeline: 

(1) Has a nominal diameter of 85⁄8 
inches (219.1 mm) or more; 

(2) Is located in or within a half mile 
(.80 km) of an unusually sensitive area 
(USA) as defined in § 195.6; and 

(3) Operates at a maximum pressure 
established under § 195.406 cor-
responding to: 

(i) A stress level equal to or less than 
20-percent of the specified minimum 
yield strength of the line pipe; or 

(ii) If the stress level is unknown or 
the pipeline is not constructed with 
steel pipe, a pressure equal to or less 
than 125 psi (861 kPa) gage. 

(b) Requirements. An operator of a 
pipeline meeting the criteria in para-
graph (a) of this section must comply 
with the following safety requirements 
and compliance deadlines. 

(1) Identify all segments of pipeline 
meeting the criteria in paragraph (a) of 
this section before April 3, 2009. 

(2) Beginning no later than January 
3, 2009, comply with the reporting re-
quirements of subpart B for the identi-
fied segments. 

(3)(i) Establish a written program in 
compliance with § 195.452 before July 3, 
2009, to assure the integrity of the low- 
stress pipeline segments. Continue to 
carry out such program in compliance 
with § 195.452. 

(ii) To carry out the integrity man-
agement requirements in § 195.452, an 
operator may conduct a determination 
per § 195.452(a) in lieu of the half mile 
buffer. 

(iii) Complete the baseline assess-
ment of all segments in accordance 
with § 195.452(c) before July 3, 2015, and 
complete at least 50-percent of the as-
sessments, beginning with the highest 
risk pipe, before January 3, 2012. 

(4) Comply with all other safety re-
quirements of this part, except subpart 
H, before July 3, 2009. Comply with sub-
part H before July 3, 2011. 

(c) Economic compliance burden. (1) An 
operator may notify PHMSA in accord-
ance with § 195.452(m) of a situation 
meeting the following criteria: 

(i) The pipeline meets the criteria in 
paragraph (a) of this section; 

(ii) The pipeline carries crude oil 
from a production facility; 

(iii) The pipeline, when in operation, 
operates at a flow rate less than or 
equal to 14,000 barrels per day; and 

(iv) The operator determines it would 
abandon or shut-down the pipeline as a 
result of the economic burden to com-
ply with the assessment requirements 
in §§ 195.452(d) or 195.452(j). 

(2) A notification submitted under 
this provision must include, at min-
imum, the following information about 
the pipeline: Its operating, mainte-
nance and leak history; the estimated 
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cost to comply with the integrity as-
sessment requirements (with a brief de-
scription of the basis for the estimate); 
the estimated amount of production 
from affected wells per year, whether 
wells will be shut in or alternate trans-
portation used, and if alternate trans-
portation will be used, the estimated 
cost to do so. 

(3) When an operator notifies PHMSA 
in accordance with paragraph (c)(1) of 
this section, PHMSA will stay compli-
ant with §§ 195.452(d) and 195.452(j)(3) 
until it has completed an analysis of 
the notification. PHMSA will consult 
the Department of Energy (DOE), as 
appropriate, to help analyze the poten-
tial energy impact of loss of the pipe-
line. Based on the analysis, PHMSA 
may grant the operator a special per-
mit to allow continued operation of the 
pipeline subject to alternative safety 
requirements. 

(d) New unusually sensitive areas. If, 
after July 3, 2008, an operator identifies 
a new unusually sensitive area and a 
segment of pipeline meets the criteria 
in paragraph (a) of this section, the op-
erator must take the following actions: 

(1) Except for paragraph (b)(2) of this 
section and the requirements of sub-
part H, comply with all other safety re-
quirements of this part before July 3, 
2009. Comply with subpart H before 
July 3, 2011. 

(2) Establish the program required in 
paragraph (b)(2)(i) within 12 months 
following the date the area is identi-
fied. Continue to carry out such pro-
gram in compliance with § 195.452; and 

(3) Complete the baseline assessment 
required by paragraph (b)(2)(ii) of this 
section according to the schedule in 
§ 195.452(d)(3). 

(d) Record Retention. An operator 
must maintain records demonstrating 
compliance with each requirement ac-
cording to the following schedule. 

(1) An operator must maintain the 
segment identification records required 
in paragraph (b)(1) of this section for 
the life of the pipe. 

(2) An operator must maintain the 
records necessary to demonstrate com-
pliance with each requirement in para-
graphs (b)(2) through (b)(4) of this sec-
tion according to the record retention 

requirements of the referenced section 
or subpart. 

[73 FR 31644, June 3, 2008] 

Subpart B—Annual, Accident, and 
Safety-Related Condition Re-
porting 

§ 195.48 Scope. 
This subpart prescribes requirements 

for periodic reporting and for reporting 
of accidents and safety-related condi-
tions. This subpart applies to all pipe-
lines subject to this part and, begin-
ning January 5, 2009, applies to all 
rural low-stress hazardous liquid pipe-
lines. An operator of a rural low-stress 
pipeline not otherwise subject to this 
part is not required to complete Parts 
J and K of the hazardous liquid annual 
report form (PHMSA F 7000–1.1) re-
quired by § 195.49 or to provide the esti-
mate of total miles that could affect 
high consequence areas in Part B of 
that form. 

[73 FR 31646, June 3, 2008] 

§ 195.49 Annual report. 
Beginning no later than June 15, 2005, 

each operator must annually complete 
and submit DOT form RSPA F 7000–1.1 
for each type of hazardous liquid pipe-
line facility operated at the end of the 
previous year. A separate report is re-
quired for crude oil, HVL (including an-
hydrous ammonia), petroleum prod-
ucts, and carbon dioxide pipelines. Op-
erators are encouraged, but not re-
quired, to file an annual report by June 
15, 2004, for calendar year 2003. 

[Amdt. 195–80, 69 FR 541, Jan. 6, 2004] 

§ 195.50 Reporting accidents. 
An accident report is required for 

each failure in a pipeline system sub-
ject to this part in which there is a re-
lease of the hazardous liquid or carbon 
dioxide transported resulting in any of 
the following: 

(a) Explosion or fire not inten-
tionally set by the operator. 

(b) Release of 5 gallons (19 liters) or 
more of hazardous liquid or carbon di-
oxide, except that no report is required 
for a release of less than 5 barrels (0.8 
cubic meters) resulting from a pipeline 
maintenance activity if the release is: 
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